
Türkontaktschalter SEL54 – 
Schutz vor Wasser in allen Einbaulagen

Door contact switch SEL54 –
protection against water in  
all mounting positions

Er hält in allen (Lebens-)Lagen, was er  
verspricht und schützt seine inneren Bauteile  
gemäß IP54 aus allen Richtungen vor Spritzwasser.

It keeps its promise in all (living) conditions and protects  
its internal components against splash water from all  
directions according to IP54.
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Technical Data 

Plastic bodied limit switch
Series I88

Operating symbol

Description  I88-A1Z KS            Article number   6116869756

Actuator
withdrawn
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IP54

Wussten Sie schon, dass ...
... unsere Türkontakte der SEL-Produktfamilie eine 
mechanische Lebensdauer von bis zu 10.000.000 
Betätigungen haben? Würde eine Aufzugtür also 
1.000-mal pro Tag öffnen, kann der entsprechende 
Türkontakt über 27 Jahre verwendet werden, bevor  
er sein mechanisches Lebensende erreicht hätte.

Did you know that ...
... our door contacts of the SEL product family have a 
mechanical lifetime of up to 10,000,000 operations?  
If a lift door were to open 1,000 times a day, the 
corresponding door contact can be used for over  
27 years before it reaches its mechanical end of life.



• Schutzart IP54
• Kompakte Größe 50 x 37,5 x 16 mm
• Hohe Zuverlässigkeit bei niedrigen Strömen (1mA)
• Minimierter Kontaktwiderstand bis zu 25 mOhm (unbenutzt), 

große Vorteile für die Serienschaltung
• Selbstreinigende Kontakte
• Zwangsöffnende Kontakte
• Separater Betätiger

1 Öffner    
1 NC contact     

Transparenter Deckel 
Rotes Gehäuse
Transparent cover 
Red enclosure

6016369188
SEL54-A1Z PC0-S

NEU
NEW

• Protection class IP54
• Compact size 50 x 37.5 x 16 mm
• High reliability at low currents (1 mA)
• Minimized contact resistance down to 25 mOhm (unused), 

great benefits for series connection
• Self-cleaning contacts
• Positive break contacts
• Separate actuator
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