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Issued to:  BERNSTEIN AG 

Hans-Bernstein-Strasse 1 Porta Westfalica 
Germany 32457 

   

This is to certify that 

representative samples of 

 NKCR - Auxiliary Devices 

See Addendum Page for Product Designation(s). 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL 60947-1, 5th Ed., Issue Date: 2013-07-31, Revision 

Date: 2019-05-06, UL 60947-5-1, 3rd Ed., Issue Date: 

2014-03-28 

Additional Information:  See the UL Online Certifications Directory at 

https://iq.ulprospector.com for additional information 

 

This Certificate of Compliance does not provide authorization to apply the UL Mark. Only the UL Follow-Up 
Services Procedure provides authorization to apply the UL Mark.  
 
Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s 
Follow-Up Services.  
 
Look for the UL Certification Mark on the product. 
UL-US-2147712-0 

E123781-20211014 
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Report Reference  E123781-20211014 

Date  18-Oct-2021 
 

 
Bruce Mahrenholz, Director North American Certification Program 
 
UL LLC 
 
Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee  of UL. For questions, please 
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/  

 

 
 
This is to certify that representative samples of the product as specified on this certificate were tested according 
to the current UL requirements 
 

  

Model Category Description 

I81, may be followed by -U1Z, -UV1Z, -SU1Z, -A2Z, -
SA2Z, -E2, or -SE2, may be followed by SM, RK, RM, 
AHSK, AHSM, AHSGU Ro, AHDB, AF, AHK, AHM, 
AHDK, AHDM, AVK, AVM, AVZK, AVZM, DGHK, 

DGHM, DGKK, DGKM, KNK, KNM, HK, or HM, may be 
followed by KV, KV5, KV7.5, WN, WN3.7, M12, or NPT, 
may be followed by LED, SW, NORM, or M16, may be 

followed by two digits. 

Auxiliary Devices 

IN62, may be followed by -U1Z, -UV1Z, -SU1Z, -SU1ZB, 
-A2Z, -SA2Z, -SA2ZB, -E2, -SE2, or -SE2B, may be 

followed by SK, RK, RKL, RM, RML, AHSGU Ro, AHDB, 
AF, AHK, AHDK, AHDM, AVK, AVM, AVZK, AVZM, 

DGHK, DGHM, DGKK, DGKM, KNK, KNM, HK, or HM, 
may be followed by KV, KV5, KV7.5, WN, WN3.7, M12, 
or NPT, may be followed by LED, SW, NORM, or M16, 

may be followed by two digits. 

Auxiliary Devices 

IN65, may be followed by -U1Z, -UV1Z, -SU1Z, -A2Z, -
SA2Z, -E2, or -SE2, may be followed by SM, RK, RM, 
AHSK, AHSM, AHSGU Ro, AHDB, AF, AHK, AHM, 

AHDK, AHDM, AVK, AVM, AVZK, AVZM, AVZGU Ro, 
DGHK, DGHM, DGKK, DGKM, KNK, KNM, HK, or HM, 
may be followed by KV, KV5, KV7.5, WN, WN3.7, M12, 
or NPT, may be followed by LED, SW, NORM, or M16, 

may be followed by two digits. 

Auxiliary Devices 
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Issued to:  BERNSTEIN AG 

Hans-Bernstein-Strasse 1 Porta Westfalica 
Germany 32457 

   

This is to certify that 

representative samples of 

 NKCR7 - Auxiliary Devices Certified for Canada 

See Addendum Page for Product Designation(s). 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  CSA C22.2 NO. 60947-1-13, 2nd Ed., Issue Date: 2013-07-

31, CSA C22.2 NO. 60947-5-1-14, 1st Ed., Issue Date: 

2014-03-01 

Additional Information:  See the UL Online Certifications Directory at 

https://iq.ulprospector.com for additional information 

 

This Certificate of Compliance does not provide authorization to apply the UL Mark. Only the UL Follow-Up 
Services Procedure provides authorization to apply the UL Mark.  
 
Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s 
Follow-Up Services.  
 
Look for the UL Certification Mark on the product. 
UL-CA-2140074-0 

E123781-20211014 
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This is to certify that representative samples of the product as specified on this certificate were tested according 
to the current UL requirements 
 

  

Model Category Description 

I81, may be followed by -U1Z, -UV1Z, -SU1Z, -A2Z, -
SA2Z, -E2, or -SE2, may be followed by SM, RK, RM, 
AHSK, AHSM, AHSGU Ro, AHDB, AF, AHK, AHM, 
AHDK, AHDM, AVK, AVM, AVZK, AVZM, DGHK, 

DGHM, DGKK, DGKM, KNK, KNM, HK, or HM, may be 
followed by KV, KV5, KV7.5, WN, WN3.7, M12, or NPT, 
may be followed by LED, SW, NORM, or M16, may be 

followed by two digits. 

Auxiliary Devices 

IN62, may be followed by -U1Z, -UV1Z, -SU1Z, -SU1ZB, 
-A2Z, -SA2Z, -SA2ZB, -E2, -SE2, or -SE2B, may be 

followed by SK, RK, RKL, RM, RML, AHSGU Ro, AHDB, 
AF, AHK, AHDK, AHDM, AVK, AVM, AVZK, AVZM, 

DGHK, DGHM, DGKK, DGKM, KNK, KNM, HK, or HM, 
may be followed by KV, KV5, KV7.5, WN, WN3.7, M12, 
or NPT, may be followed by LED, SW, NORM, or M16, 

may be followed by two digits. 

Auxiliary Devices 

IN65, may be followed by -U1Z, -UV1Z, -SU1Z, -A2Z, -
SA2Z, -E2, or -SE2, may be followed by SM, RK, RM, 
AHSK, AHSM, AHSGU Ro, AHDB, AF, AHK, AHM, 

AHDK, AHDM, AVK, AVM, AVZK, AVZM, AVZGU Ro, 
DGHK, DGHM, DGKK, DGKM, KNK, KNM, HK, or HM, 
may be followed by KV, KV5, KV7.5, WN, WN3.7, M12, 
or NPT, may be followed by LED, SW, NORM, or M16, 

may be followed by two digits. 

Auxiliary Devices 

 

http://ul.com/aboutul/locations/

